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Applicable Code Sections for Evaluation of Water-Link, Warm-Link, Dexatron, Earth-

Warm, and Slim-Warmth PEX Piping 
 

 
CONDITION/ 
PARAMETER 

 
APPLICABLE CODE SECTIONS   

 
2009 
IBC 

 
2009 
IRC 

 
2009 
IPC 

 
2009 
IMC 

 
2009 
IFGC 

 
1997 
UBC 

 
1997 
ICBO 
UMC 

 
2009 
IAPMO 

UMC 
 
Embedment in 
concrete 

 
1906.3 

 
 

 
 

 
 

 
 

 
1906.3 

 
 

 
 

 
Installation 
over 
polystyrene 
boards 

 
2603 

 
314 

 
 

 
 

 
 

 
2602 

 
 

 
 

 
Pressure testing 
and inspection:  
water 
distribution  

 
 

 
 

 
606.6 

 
 

 
 

 
 

 
 

 
 

 
Pressure testing 
and inspection:  
radiant heat 
piping  

 
 

 
M2103.3 

 
 

 
1208 

 
 

 
 

 
1208 

 
 

 
Installation in 
fire-resistance- 
rated 
assemblies 

 
712 

 
 

 
 

 
 

 
 

 
709 or    
710 

 
 

 
 

 
Clearance from 
heat-producing 
equipment  

 
 

 
M1306 

 
 

 
 

 
503.7.7 

 
 

 
 

 
805.3 

 
  
 
 


